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Offer No 285.01 z 08.12.2015
actualizaction: 25.07.2016

Enter place., Date Enter date
To:
From:

Mr/Mrs. Kliknij tutaj, aby wprowadzić tekst.
Wprowadź tekst.
Company: Kliknij tutaj, aby wprowadzić tekst.
Wielton S.A./ Wprowadź tekst.
Adres: Kliknij tutaj, aby wprowadzić tekst.
Address: Wprowadź tekst.
Kliknij tutaj, aby wprowadzić tekst.
Wprowadź tekst.
tel.: Kliknij tutaj, aby wprowadzić tekst.
tel.: Wprowadź tekst.
fax: Kliknij tutaj, aby wprowadzić tekst.
fax: Wprowadź tekst.
mobile.: Kliknij tutaj, aby wprowadzić tekst.
mobile.: Wprowadź tekst.
Offer No.: Kliknij tutaj, aby wprowadzić tekst.
Dear Customers,

Thank you very much for interesting in our products. We have pleasure to present to you our new offer for the 

3-axle low-loader semi-trailer:  NJ3 M2.
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	Technical parameters
	Units
	☐  NJ3 M2


	A Outer length
	ca.mm
	13375

	B Inner length
	ca.mm
	12832

	B1 Inner length of the balcony
	ca.mm
	4030

	B2 Inner length of the platform
	ca.mm
	8800

	C Outer width
	ca.mm
	2480

	D Inner width of the platform
	ca.mm
	2540

	E Outer height
	ca.mm
	3747

	G Wheel truck
	ca.mm
	1950

	H Wheelbase
	ca.mm
	1310

	K Fifth wheel height
	ca.mm
	1 250

	L Platform height
	ca.mm
	935

	L1 Platform height  - "balcony"
	ca.mm
	1460

	M Distance : kingpin  – 1st axle
	ca.mm
	7541

	Ramps/ Drives Width
	ca.mm
	800

	DMC (Weight construction)
	ca.kg
	48 000

	Kerb weight
	ca.kg
	From 8400

	Axle pressure  – constructions ca.kg
                                 

Nacisk na siodło
ca.kg
	ca.kg
	10000

	Fifth wheel pressure
	ca.kg
	18000


                                 1/ masse was given for the lightest configuration with  accuracy  +/- 3%

  The producer reserves the right to modify axle equipment. The manufacturer reserves the right to change the vehicles technical specification

2/ schedule pressures shown in the table in Appendix .
Chassis
· Frame made on two stringers  - steel construction made from durable steel S700/S355J2, the workspace according to ISO1726:2003

· 3 drums axles SAF:
· possibility of lifting the first axle

· rear steering axle equipped with blocking  system activated by impulse from reverse lights

· pneumatic suspension
· exterior platform lifting and lowering valve 

· front double range landing legs JOST

· folding support legs at the back of semitrailer, securing loading 

· plate coupling with the king pin with emphasis on saddle 18000 kg according to norm  SAE

· side underrun  protection in compliance with ECE.

· zinc galvanized drives-on ramps with maximum angle 15°:
· drive-on ramps single units (straight) L= 3000 x 800 mm mechanical opening (power spring) displacement of ramps 
with holes at 50mm
· hutch with dimensions 2450 mm x 720mm x gł. 254mm (from surface of upper belt) 
 on excavators bucket
· floor of the platform and drives-on ramp, made hard wood in form of the bevelled planks -   +/-50 mm thick
+15 mm over a steel frame structure 

· floor of the balcony made of waterproof and anti-slip  plywood -27mm thick

· floor widening system -  floor widened by „extension arms” 2 x 250 mm zinc galvanized
· additional drive-on on balcony 1620x500 mm 

· removable construction on the balcony 

· drop side 400 mm 

· mounting planks to extension

· wooden board (screwed on) to prevent you approach the machine to the rear wall of the  balcony

· load fixing handles:

· on balcony  – 6 handles x 2t in the edge of frame
· on platform  – 6 handles x 6,7t + 12 handles x 10t in the middle of platform
Breaking system
· in compliance with ECE norms

· automatic blockage of breaks 

· anti-lock braking system EBS 4S/3M  in accordance with  ADR

Electrical Installation
· 24 V in compliance with ECE and ADR regulations

· Lighting system FULL LED

· Rear lights: 

· One lamp with function of stop lights and turn signals

· Second lamp with function fog and reversing lights

· Number plate lights
· Side lights
· On the front board  2 connection sockets 2x7 i 1x15 and sockets ABS/EBS without connecting cables

· extra exceeded dimension vehicle marking: 

· Turning signal lamp LED

· Corner marker lights  installed on extension arms

· Distinguishing plates installed on extension arms 

Wheels and tires
· 12 pcs steel wheels  17,5”                                                                                                                                            
· tires 235/75 R17,5
Painting
· all steel elements, are twice shot blasted before painting

· painted in the painting chambers

· frame on red colour  RAL 3002 
Other equipment
· 2 wheels with wedges 

· Reflective plates

· Rear mudguards with anti-splash guards

· Rear mud flap with company logo

· toolbox on the balcony 

Optional equipment
	☐
	· Foldable hydraulic drives L=4300X800 mm steering by Power Pack,

· hydraulically extendable ( + 721 kg)
	Enter price EUR

	☐
	· 1-part hydraulic drives-on L=3000x800 mm  steering by Power Pack
· hydraulic extendable ( + 216 kg)
	Enter price EUR

	☐
	· Foldable hydraulic drives-on L=4300x800 mm steering by Power Pack manual extendable ( + 665 kg)
	Enter price EUR

	☐
	· 1-part hydraulic drives-on L=3000x800 mm steering by Power Pack

· manual extendable ( + 159 kg)
	Enter price EUR

	☐
	· Floor filling (hutch) (132kg)
	Enter price EUR

	☐
	· WINCH DWT HD 24V - 9072kg (line length  12 m), (67kg)
	Enter price EUR

	☐
	· Spare wheel  STEEL RIM 17,5-6,75 – 140 (27kg)
	Enter price EUR

	☐
	· SPARE WHEEL,  TIRE MICH.235-75-17,5 X – LINE (31kg)
	Enter price EUR

	☐
	· Spare wheel holder (19kg)
	Enter price EUR

	☐
	· White reversing light LED ASPOCK
	Enter price EUR

	☐
	· Warning turning light LED
	Enter price EUR

	☐
	· Non-standard painting colour
	Enter price EUR


Homologation
· The product has the European Homologation Certificate.

Warranty regulations

· The manufacturer of this vehicle provides a warranty for the period of 24 months without distance limits, and for each axle component in compliance with axles manufacturer regulations (see axles’ attachment for details).

Services

· Complete list of all authorised service points on request or at official website www.wielton.com.pl

· Customer is obliged to use and maintenance the vehicle in according to Warranty regulations and Owner’s manual.

Price

Product price with standard equipment: Enter price EUR + Enter value VAT (tax). 

Product price with current equipment chosen above: Enter price EUR + Enter value VAT (tax).

Prices are calculated to PLN by BGŻ’s currency sell prices for the day of invoice issue.

Production and payment conditions

Order must be signed by both sides.

Pre-payment in amount of 10% of total price must be done.

Full payment reduced by 10% of pre-payment must be done with bank transfer before vehicle collection.

Payment inflow on Wielton S.A.’s bank account starts the implementation of both sides signed regulations which are no longer changeable for none of sides (no order or production conditions or price changes can be done).

Other regulations

Vehicle collection from Wielton S.A. company’s headquarters in Wieluń.

Order processing – 6 working weeks from the date of pre-payment inflow on Wielton S.A.’s bank account.

Offer valid for 4 weeks from the date of presentation (see the date in headline).

Other arrangements with customers (acceptation from Director of Sales Department required)
Enter to text

With kind regards,

Enter to text.
Attachment No 1                        
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WIELTON S.A.
98-300 Wieluń, ul. Rymarkiewicz 6,
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